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Guide #: 120034-3b
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Revised: February 2", 2016

Product Affected: VIGIL Analytics Bridge v8.00.0000 and newer, VIGIL Server v8.00.0000 and newer

Purpose: This document is intended to educate the reader on the process of configuring the VIGIL
Analytics Bridge for use with a 3XLOGIC All-in-One Camera.
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1 Introduction

VIGIL Analytics Bridge allows stand-alone VCA analytics rules found on a 3xLOGIC VISIX All-in-One Camera web settings to
be used and processed by a VIGIL Server and other VIGIL business intelligence products. Quick configuration within VIGIL

Server and VIGIL Analytics Bridge is all that is needed to obtain analytics data directly from a 3xLOGIC All-in-One camera.
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2 Installation of Analytics Bridge

The utilization of a 3xLOGIC All-in-One camera in VIGIL Server requires the installation of the VIGIL Analytics Bridge
program on the same system as VIGIL Server. The Analytics Bridge installer can be downloaded here from
www.3xlogic.com. Once it is successfully downloaded to your computer:

1. Double click on VigilAnalyticsBridge.exe to begin the installation.
2. You will be prompted to close all VIGIL Services. Click Close All and follow the on-screen instructions to continue

the installation process.

YIGIL Analytics Bridge

Installing

— Current File

= =
Copying file:

CAwindowshapstem324Wigl Analptics Brdge'Wiglanalytics. dll

— Al Files
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Figure 4-14: VIGIL Analytics Bridge Installation Progress

Once the installation has completed, you will be prompted to reboot you system.

¥IGIL Analytics Bridge x|

YIGIL Analptics Bridge need reboot to complete installation. Do you want to reboot
computer now?

Figure 4-15: Post-Installation Reboot Pop-Up

Click Reboot Now to finalize the installation process.
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3 VIGIL Server Configuration
To configure a network camera in VIGIL Server:

1. Click on Settings in the icon menu toolbar on the VIGIL Server main screen. The Settings window will deploy.
2. Select the desired camera channel from the Cameras list
3. Click the Network Camera checkbox.
4. Click the Settings button to launch the Network Camera Settings window. If Network Camera was not checked
before the previous step, the Network Camera Settings window will have deployed automatically.
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‘ @ J & .' ) ‘i q i i W ‘ ﬁ Client Connections ‘
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£¥ Advanced Settings x|

¥ Camera Setup | & Server Settingsl 'Z:E:Z'Media Drives I 1) COM Ports I 28 Users I ! Relays,l'AIarmsI éData I 1§ Audio I

—Cameta Sektup

EE Apply ta Al

Camera Mame: ICaml 1-Cam1
— Settings
Etightness:
Zonkrast:
Sharpress: ¥
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Resalution: ISet by Camera j
Push Still Shot ko Server —————————————
Recording: I Enabled 'l ’]_ Erabled Sttings... |
Pre Buffer: 1 ﬂ Seconds Matwark Camera
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Figure 4-16: Configuring a Network Camera
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3.1 VIGIL Server Configuration — Network Camera
Settings
The Network Camera Settings window is where the direct
configuration of the 3xLOGIC All-in-One camera will take place.
Fill in all the required information and press OK. After the
Network Camera Settings window closes, click OK or Apply to
save the settings in VIGIL Server.

. MNetwork Camera Settings x|

Type: |3xLOGIC Von-IP-f j Dekect Cameras |
Address: |1E|.1.12.143| Weh Settings |

Diaka Port: IBD

RTSP Port: [554

Camera Murnber; |1

. i . JRL: Irtsp:ll',l'ltl.1.12.143Il'chD_unicast_Firststream |
VIGIL Server is able to receive video from one or many network
cameras connected to the LAN or WAN. VIGIL Server currently ~ SifeamTypei  |Hz64 Main Stream 1 =
supports several types of network cameras aside from 3xLOGIC = Timeout: [5 :I s
All-in-One Cameras. Wszrs froat
. . L Passwaord: I****
To edit a network camera at any time after initial
configuration, simply access VIGIL Server Settings>Camera AzTech Recompress ~
Setup Tab, select the desired network camera and click the Fast Decompression ~
Network Camera Settings button. This will open the Network DIC r
Camera Settings window. _ _
Audio Recarding o
Note: The Network Camera feature disables the amera Control r
physical camera input on video capture cards for Audio Talk r
the selected camera channel. Sub Stream r
Enable Wweb Interface in Client r
Diefault Sattings | Ok I Cancel
Figure 4-17: Network Camera Settings Window
Field Description
Type The type of network camera.
Address The IP or HTTP address of the camera. It is not necessary to include http:// at the beginning of the HTTP address.
Web/Camera

Settings

Connects to the camera’s web interface to make changes to the camera’s internal settings.

Data / RTSP Port The network ports used to connect with the camera.

Camera Number
network camera.

Some Network Camera types also support Encoders. Select the Camera number on the encoder to use for this

Set this to the camera URL, if applicable. For 3xLOGIC All-in-One cameras, the url will be automatically set to

URL rtsp:// [ip address] /chO_unicasy_firststream
Stream Type Select the video stream type for the camera: MPEG4, JPEG, or H264.
" The number of seconds to attempt to connect to the camera before timing out. If the timeout is reached, “Signal
Timeout - . . . .
Loss” displays in the Live Viewer window.
User/Password The user name and password to connect to the camera. The default values are automatically entered.
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4 VIGIL Analytics Bridge
4.1 Launching the VIGIL Analytics Bridge
Once the 3xLOGIC All-in-One camera has been configured in VIGIL Server, it must be configured in the VIGIL Analytics
Bridge.
To launch the Analytics Bridge:
1. Navigate to Start > All Programs>VIGIL and click VIGIL Analytics Bridge.
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Figure 4-18: Launching VIGIL Analytics Bridge

If the Analytics Bridge Ul does not deploy after launching from the Windows Start Menu, locate and double-click on the
Analytics Bridge quick launch icon in the Windows Task Bar (pictured below).

o — f— ®
@ EE G teozam M

Figure 4-19: VIGIL Analytics Bridge Quick Launch Icon
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4.2 Configuring a 3xLOGIC All-in-One Camera in the VIGIL Analytics Bridge
The Analytics Bridge main screen is pictured below. All configuration of the Analytics Bridge takes place from this screen.

@ YIGIL Analytics Bridge

File  Edit

‘ Add Device

Help

H Save Changes E) Undo Changes

ﬁ Edit Device & Delete Device

Enabled | WIGIL Camera

I Device Tyvpe I Status

Field

Figure 4-20: VIGIL Analytics Bridge Main Ul

Description

‘ add Camera
ﬁ Delete Camera

‘ Enahble all

Enabled
VIGIL Camera
Type

Status

Add/Edit camera opens the Add/Edit window, pictured below.

Deletes the currently selected camera.

Enable/Disable All. Enables and disables all cameras configured in VIGIL Analytics Bridge. Disabling the cameras
will stop VIGIL from perceiving the camera’s analytics data.

Saves any changes done after a new camera is configured. Will only appear after a new camera has been
configured or an existing one has been edited.

Undoes any configuration changes. Will only appear after a new camera has been configured or an existing one
has been edited.

Enabled cameras will send analytics data to VIGIL Server. Disabled cameras will continue to record as normal,
but will not retain any analytics data.

The name of the camera as defined in VIGIL Server.

The type of the camera: 3xLOGIC, SenTech Crosspoint, UDP or VideolQ. Select 3xLOGIC for 3xLOGIc All-in-One
cameras.

Will display either Receiving events or Stopped. Related to whether or not the camera is enabled or disabled.

To begin configuration of the 3xLOGIC All-in-One camera within VIGIL Analytics Bridge:

1. Click Add Device.

T ¥IGIL Analytics Bridge

File Edit Help
4 Add Device ﬁ Edit Device ﬁ Delet
Enabled BT | Device Type | ki

Figure 4-21: Adding a Device to VIGIL Analytics Bridge
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The Add/Edit Camera window will appear, shown below. Fill in all the required information regarding the 3xLOGIC All-in-
One camera and press Load Device for a video preview from the camera.

Add Device R x|
Settings i~ Live Video
VIGIL Camera: f1-camt |
Device Type: |3><LOGIC ;I
HTTP Port; jsal
Username: |admin
Password: |"‘***"‘
Collect Counters: v

Display Counters in VIGIL:
Collect Statistics: | |

Collected Data Is Private: |

Load Device I

i~ Event Triggers ~Raw Event Data
¥ Detect o Add [ Edi 2% Delete EYENT/1.0
ip=10.1.12.147
Ei d | Silent | Private ]Name Display Op| unitname=video
 TT— datetime=Thu May 4 20:41:17 2000
U {Tripwire dts=957472877,582234
(| Motion type=vca
3] Loitering info=ch=08&type=event&ev26533

[sts=begin,tp=dwell,zn=1,rl=2,bb=23441:37110:18984:44750,0c=0,
&timestamp=957472877.552135
id=31015476-1235-4884-F8C6-9AB78A723A76

rulesname=Loitering Test

rulesdts=957472877,582234

OK I Cancel

Figure 4-22: VIGIL Analytics Bridge - Add Device Window
Camera connection and configuration settings are described below:

Field Description

VIGIL Camera A dropdown list containing all of the cameras currently configured with VIGIL Server.

The type of device/camera being edited or added. 3xLOGIC, SenTech Crosspoint, UDP or VideolQ. Select

Device Type 3xLOGIC for 3xLOGIc All-in-One cameras.
HTTP Port One of two ports used to connect to the camera’s analytics data.
Username Username required to sign in to the camera.
Password Password required to sign in to the camera.
Collect Counters Enables the collection of data counters
Collect Statistics Enables the collection of analytics statistics

Collected Data is

Private This feature prevents VIGIL Central Management from acquiring analytics information collected by the camera.

Click this button after the other device/camera settings have been correctly input. The device/camera’s feed

b will be displayed in the Live Video window to the right,if available.

Raw Event Data Contains a raw dump of analytics event data coming from the camera.
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Event Triggers

## Detect

o add

2 Delete

Enabled

Silent

Private

Name

Display Options

Detects any configured analytics rules located on the camera.

Manually adds a rule. Adding a rule will tell VIGIL Analytics Bridge to search for a rule of that name. It will not
add the rule to the camera.

Deletes a rule from VIGIL Analytics Bridge.

Enabling a rule allows VIGIL Analytics Bridge to monitor the matching rule in the camera and place analytics
data in VIGIL Server’s database. The name of the rule in VIGIL Analytics Bridge is case sensitive and must be
identical to a corresponding rule in a camera.

Enabling the Silent option will place analytics data for the associated rule into VIGIL Server’s database, but will
hide the rule from being seen by VIGIL Server.

This field will indicate whether or not data from this camera is being collected by VIGIL Central Management
(VCM).

The name of the rule. The rule name must be identical to a rule located on the camera. The name is case
sensitive.

Lists any active display options.

2. Once you have configured camera connection information, click the Detect button to detect the analytics rules
currently configured on the camera. Whenever new rules are configured on the camera, the Detect functionality
must be used to update the rules in the Analytics Bridge.

3. Click OK after detecting. The Add/Edit Device window will close.

4. On the main screen, click Save Changes. Save Changes will only appear when a camera has been added or edited.
All new rule settings will be pushed to VIGIL Server.

7 ¥IGIL Analytics Bridge x|

File Edt Help

4 Add Device & Edit Device & Delete Device | H Save Changes

Y,

Enabled | VIGIL Camera Device Type | Status
3xLOGIC
H& cam2 3xLOGIC
4 cam3 3xLOGIC

Figure 4-23: VIGIL Analytics Bridge - Saving Changes

Configuration is now complete. The VIGIL Server system will now record video and data based on the 3xLOGIC All-in-One
camera’s detected analytics events.

5 Contact Information
If you require more information, or if you have any questions or concerns, please contact 3xLOGIC Support:
Email: helpdesk@3xlogic.com

Online: www.3xlogic.com
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